CODELINE

Codeline 80E is membrane housing series
of 8" diameter with end entry design. This
is used for commercial, municipal and
industrial RO applications. Vessel models
are available in operating pressure of 300
PSI, 450 PSI, 600 PSI, 1000 PSI and 1200
PSI. They are made up of epoxy/ glass
composite to meet the demands of long
term and continuous use in RO processes.
Codeline 80E vessels can accommodate
any standard 8" membrane element.

SPECIFICATIONS

CODELINE CODELINE CODELINE CODELINE CODELINE
B0E30 80E45 80E&0 80E100 80E120

Drawing no. 29111 99112 99109 99108 99110

Design/ Max. 300 PSI/20 450 PSI/31 600 PSI/41 1000 PS1/68 1200 PSI1/82
operating pressure Bar Bar Bar Bar Bar

Max. operating 120°F/ 49°C 120°F/ 49°C 120°F/ 49°C 120°F/ 49°C 120°F/ 49°C

temperature

Qualification 1800 PSI/124 2700 PSI/186 3600 PSI/248 6000 PSI/413 7200 PSI/496
pressure Bar Bar Bar Bar Bar

Element length 1-8 1-8 1-8 1-8 1-8
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Codeline OCTA 80H is membrane housing
series of 8" diameter with side entry design
equipped with OCTA Technology. This is
used for high feed flow commercial,
municipal and industrial RO applications.
Vessel models are available in operating
pressure of 150 PSI, 300 PSI, 450 PSI, 600
PSI, 1000 PSI and 1200 PSI with multiport

connectivity. These are made up of epoxy/

glass composite to meet the demands of
long term and continuous use in RO
processes. Codeline 80H vessels can
accommodate any standard 8" membrane
element.

SPECIFICATIONS

CODELINE CODELINE CODELINE CODELINE CODELINE CODELINE

80H15 80H30 80HA45 80H&0 80H100 80H120
Drawing no. 99165 99166 29167 99168 99169 99170
Design/ Max. 150 PSI/10 300 PSI/20 450 PSI/31 600 PSI/41 1000 1200
operating Bar Bar Bar Bar PSI/68 Bar PSI/82 Bar
pressure
Max. operating 190°F/ 190°F/ 190°F/ 190°F/ 150°F/ 150°F/
temperature 88°C 88°C 88°C 88°C 66°C 66°C
Qualification 900 PSI/62 1800 2700 3600 6000 7200
pressure Bar PSI/124 PSI/186 PSI/248 PSI/413 PSI/496

Bar Bar Bar Bar Bar

Element 1-8 1-8 1-8 1-8 1-8 1-8

length
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Codeline OCTA 80S is membrane housing
series of 8” diameter with side entry design
equipped with OCTA Technology. This is
used for commercial, municipal and
industrial RO applications. Vessel models
are available in operating pressure of 150

PSI, 300 PSI, 450 PSI, 600 PSI1,1000 PSI and
1200 PSI with multiport connectivity. These
are made up of epoxy/ glass composite to
meet the demands of long term and
continuous use in RO processes. Codeline
80S vessels can accommodate any
standard 8" membrane element.

SPECIFICATIONS - CODED MODELS

Design/ Max. operating 150 PSI/10 Bar

pressure
190°F/ 88°C

Max. operating temperature

900 PSI/62 Bar

Qualification pressure

Element Length 1-8

300 PSI/20 Bar

190°F/ 88°C

1800 PSI/124
Bar

1-8

450 PSI/31 Bar

190°F/ 88°C

2700 PS1/186

Bar

1-8

CODELINE CODELINE CODELINE CODELINE CODELINE CODELINE
80515 B80S30 BOS45 80560 805100 805120
Drawing no. 99159 9160 99161 99162 9163 99164
Design/ Max. 150 PSI/10 300 PSI/20 450 PSI/31 600 PSI/41 1000 1200
operating Bar Bar Bar Bar PSI/68 Bar PSI/82 Bar
pressure
Max. operating 190°F/ 190°F/ 190°F/ 190°F/ 150°F/ 150°F/
temperature 88°C a88°C 88°C 88°C 66°C 66°C
Qualification 900 PSI/ 62 1800 PSI/ 2700 PSI/ 3600 PSI/ 6000 PSI/ 7200 PSI/
pressure Bar 124 Bar 186 Bar 248 Bar 413 Bar 496 Bar
Element 1-8 1-8 1-8 1-8 1-8 1-8
length
CODELINE CODELINE CODELINE CODELINE
80515 80530 80545 80S40
Drawing no. 97 99172 99173 99174

600 PSI/41 Bar

190°F/ 88°C

3600 PSI/248
Bar

1-8
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Codeline OCTA 80U is membrane housing
series of 8" diameter with side entry design
with OCTA Technology. This is used for
ultra-high feed flow commercial, municipal
and industrial RO applications. Vessel
models are available in operating pressure
of 300 PSI, 450 PSI, 600 PSI with multiport

connectivity. These are made up of epoxy/
glass composite to meet the demands of
long term and continuous use in RO
processes. Codeline 80U vessels can

accommodate any standard 8" membrane
element.

SPECIFICATIONS

CODELINE CODELINE
80U120 80U30
Drawing no. 99188 99021

Design/ Max. operating 1200 PSI/83 Bar 300 PSIf20 Bar

pressure

Max. operating temperature 1500F/660C 190°F/ 88°C

7200 PSI/497 Bar 1800 PSI/124

Bar

Qualification pressure

Element length 1-8 1-8

CODELINE
80U45

99189

450 PSI/31 Bar

190°F/ 88°C

2700 PSI/184
Bar

1-8

CODELINE
80U60

99186

600 PSI/41 Bar

190°F/ 88°C

3600 PSI/248
Bar

1-8



